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Ceiling recessed downlight

Edge Series

Technical Parameters:
Name Parameters

Light source: COB

Input Voltage: AC220~240V 50/60Hz

Current: 1050mA

Rated life: >50,000 hours

Operating temperature: -20℃~40℃

Storage temperature: -30℃~60℃

Certificate: CE/RoHS

Weight:

Package(mm):

Ordering Information:
Power CRI Beam Angle Luminous CCT Housing Part Number

40W >90 20° 2960 lm 3000K BL551-40W-930-W-20
3430 lm 4000K BL551-40W-940-W-20

25° 2648 lm 3000K BL551-40W-930-W-25
2983 lm 4000K BL551-40W-940-W-25

40° 2986 lm 3000K BL551-40W-930-W-40
3315 lm 4000K BL551-40W-940-W-40

BL55-40W

White+ Gray
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Ceiling recessed downlight

Technical Data test pattern
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Ceiling recessed downlight

Product naming system

Housing Color
W:white, B:Black S:Silver

BL ( X ) XX X (H) – XW – X XX – X- XX

Non-Adjustable Downlight

□: Non-dimmable
D: Dimmable

Series Number(01,02,03)

1: Circle 2: Square

H: High Performance

Power

CRI 8:Ra>80, 9:Ra>90

CCT 30:3000K, 40:4000K, 50:5000K

Beam Angle
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