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Ceiling recessed spotlight 

 

iGrid Series 

 
 

Reflector 

 

 

 

Technical Parameters: 
Name Parameters 

Light source: COB 

Input Voltage: AC220~240V  50/60Hz 

LED Current: 250mA, 35-37V 

Rated life: >50,000 hours 

Operating 

temperature: 

-20℃~40℃ 

Storage temperature: -30℃~60℃ 

Certificate: CE/RoHS  

Dimmability: Dimmable Optional 

Weight: 0.3KG 

 
 
 

Ordering Information: 

Power CRI Beam Angle Luminous CCT Housing Part Number 

1X11W >80 16° 970 lm 3000K  GL0511-11W-830-W-16 

   1015 lm 4000K  GL0511-11W-840-W-16 

   1066 lm 5000K  GL0511-11W-850-W-16 

  28° 1000 lm 3000K  GL0511-11W-830-W-28 

   1040 lm 4000K  GL0511-11W-840-W-28 

   1092 lm 5000K  GL0511-11W-850-W-28 

  40° 1020 lm 3000K  GL0511-11W-830-W-40 

   1075 lm 4000K  GL0511-11W-840-W-40 

   1129 lm 5000K  GL0511-11W-850-W-40 

  60° 1015 lm 3000K  GL0511-11W-830-W-60 

   1055 lm 4000K  GL0511-11W-840-W-60 

   1108 lm 5000K  GL0511-11W-850-W-60 

 
 
 
 
 

GL05 1X11W  

   White

98x98mm�
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Ceiling recessed spotlight 

Technical Data test pattern 
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Ceiling recessed spotlight 

Installation instruction 
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Ceiling recessed spotlight 

Packaging: 

 
 
 
 
 
 
 
 
 
 

Product Nomenclature 
 

                                 

Housing Color 
W:white, B:Black S:Silver 

GL�(�X�)�XX�X�X�–�XW�–�X�XX�–�X-�XX 

Grille Downlight 

□: Non-dimmable 
D: Dimmable 

Series Number(01,02,03) 

1:1 head led grille downlight, 2:2 heads led grille downlight, 3:3 heads led grille downlight 

 1: trim 2: trimless 

Power  
CRI  8:Ra>80, 9:Ra>90 

CCT  30:3000K, 40:4000K, 50:5000K 

Beam Angle 

Box 
L140*W140*H155mm 

1pc/box 

GW: 0.4kg/box 

Outer carton 

L730*W310*H350mm 

20pc/box 

GW: 9.5kg/carton 


