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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm
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C0/180,49.9 Ic:1943

UNIT:cd

C90/270,49.9 Ic:1935

AVERAGE BEAM ANGLE(50%):49.9 DEG
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DATA OF LAMP PHOTOMETRIC DATA Eff: 88.21 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE
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C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:ZONAL FLUX DIAGRAM:ZONAL FLUX DIAGRAM:ZONAL FLUX DIAGRAM:
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 120 120 120 120 110-120110-120110-120110-120

 130 130 130 130 120-130120-130120-130120-130

 140 140 140 140 130-140130-140130-140130-140

 150 150 150 150 140-150140-150140-150140-150

 160 160 160 160 150-160150-160150-160150-160

 170 170 170 170 160-170160-170160-170160-170

 180 180 180 180 170-180170-180170-180170-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total %lum,lamp%lum,lamp%lum,lamp%lum,lamp  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

1747174717471747 1738173817381738 1700170017001700 1652165216521652 1644164416441644 1651165116511651 1691169116911691 1741174117411741 171.9171.9171.9171.9 171.9171.9171.9171.9 13.1,13.113.1,13.113.1,13.113.1,13.1

1329132913291329 1329132913291329 1285128512851285 1209120912091209 1195119511951195 1193119311931193 1251125112511251 1310131013101310 418.0418.0418.0418.0 589.9589.9589.9589.9 44.9,44.944.9,44.944.9,44.944.9,44.9

737.3737.3737.3737.3 712.5712.5712.5712.5 653.3653.3653.3653.3 568.2568.2568.2568.2 565.1565.1565.1565.1 583.1583.1583.1583.1 639.3639.3639.3639.3 712.7712.7712.7712.7 436.0436.0436.0436.0 1026102610261026 78.1,78.178.1,78.178.1,78.178.1,78.1

174.6174.6174.6174.6 167.7167.7167.7167.7 128.6128.6128.6128.6 97.3297.3297.3297.32 100.7100.7100.7100.7 113.7113.7113.7113.7 137.8137.8137.8137.8 175.3175.3175.3175.3 228.6228.6228.6228.6 1255125512551255 95.4,95.495.4,95.495.4,95.495.4,95.4

16.3916.3916.3916.39 16.3916.3916.3916.39 14.3214.3214.3214.32 10.9710.9710.9710.97 18.8618.8618.8618.86 19.8019.8019.8019.80 21.4821.4821.4821.48 23.9623.9623.9623.96 39.2339.2339.2339.23 1294129412941294 98.4,98.498.4,98.498.4,98.498.4,98.4

2.3222.3222.3222.322 2.3512.3512.3512.351 2.2332.2332.2332.233 2.0312.0312.0312.031 9.1849.1849.1849.184 9.2549.2549.2549.254 9.6539.6539.6539.653 10.1710.1710.1710.17 8.8678.8678.8678.867 1303130313031303 99.1,99.199.1,99.199.1,99.199.1,99.1

1.5651.5651.5651.565 1.6001.6001.6001.600 1.6611.6611.6611.661 1.7011.7011.7011.701 6.4276.4276.4276.427 6.4456.4456.4456.445 6.6416.6416.6416.641 6.8846.8846.8846.884 4.8404.8404.8404.840 1307130713071307 99.5,99.599.5,99.599.5,99.599.5,99.5

1.5471.5471.5471.547 1.5701.5701.5701.570 1.5501.5501.5501.550 1.6551.6551.6551.655 4.5214.5214.5214.521 4.5514.5514.5514.551 4.6854.6854.6854.685 4.8724.8724.8724.872 3.7963.7963.7963.796 1311131113111311 99.8,99.899.8,99.899.8,99.899.8,99.8

1.7811.7811.7811.781 1.8471.8471.8471.847 1.8821.8821.8821.882 1.9751.9751.9751.975 3.2883.2883.2883.288 3.2893.2893.2893.289 3.3963.3963.3963.396 3.4593.4593.4593.459 3.0723.0723.0723.072 1314131413141314 100,100100,100100,100100,100

Conical surface Flux(90deg): 1283.1 lmConical surface Flux(90deg): 1283.1 lmConical surface Flux(90deg): 1283.1 lmConical surface Flux(90deg): 1283.1 lm

%lum = 97.6%%lum = 97.6%%lum = 97.6%%lum = 97.6%

%lamp = 97.6%%lamp = 97.6%%lamp = 97.6%%lamp = 97.6%

Conical surface Flux(120deg): 1302.6 lmConical surface Flux(120deg): 1302.6 lmConical surface Flux(120deg): 1302.6 lmConical surface Flux(120deg): 1302.6 lm

%lum = 99.1%%lum = 99.1%%lum = 99.1%%lum = 99.1%

%lamp = 99.1%%lamp = 99.1%%lamp = 99.1%%lamp = 99.1%

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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LUMINANCE LIMITATION CURVES

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45

55

65

75

85
G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4
1

2

3

4

6
8

a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85  3611  3609

80  1779  1776

75  1171  1236

70   914   966

65   792   842

60   927   889

55  2060  1787

50  5091  4431

45 13833 10246

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm
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LAMPSLAMPSLAMPSLAMPS LUMINAIRE BUDGETARY DIAGRAMLUMINAIRE BUDGETARY DIAGRAMLUMINAIRE BUDGETARY DIAGRAMLUMINAIRE BUDGETARY DIAGRAM

444455556666H=7H=7H=7H=7444455556666H=7H=7H=7H=7H=7H=7H=7H=7

CONDITIONSCONDITIONSCONDITIONSCONDITIONS

FLUXFLUXFLUXFLUX 5000lm5000lm5000lm5000lm

FACTORFACTORFACTORFACTOR 0.700.700.700.70

HdownHdownHdownHdown 0.00m0.00m0.00m0.00m

HworkHworkHworkHwork 0.00m0.00m0.00m0.00m

Ework(AVE)Ework(AVE)Ework(AVE)Ework(AVE) 100lx100lx100lx100lx

ρ (%)ρ (%)ρ (%)ρ (%) cccccccc wwww fcfcfcfc

70707070 50505050 30303030

50505050 30303030 20202020

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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WEC AND CCEC

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

 cc cc cc cc

 w w w w

 fc fc fc fc

ρρρρ

ρρρρ

ρρρρ

RCRRCRRCRRCR Wall Exitance Coeffcients(WEC)Wall Exitance Coeffcients(WEC)Wall Exitance Coeffcients(WEC)Wall Exitance Coeffcients(WEC)RCR:Room Cavity RatioRCR:Room Cavity RatioRCR:Room Cavity RatioRCR:Room Cavity Ratio

80%80%80%80%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

70%70%70%70%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

50%50%50%50%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

30%30%30%30%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

10%10%10%10%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

0000

0000

0000

 0.0 0.0 0.0 0.0

 1.0 1.0 1.0 1.0

 2.0 2.0 2.0 2.0

 3.0 3.0 3.0 3.0

 4.0 4.0 4.0 4.0

 5.0 5.0 5.0 5.0

 6.0 6.0 6.0 6.0

 7.0 7.0 7.0 7.0

 8.0 8.0 8.0 8.0

 9.0 9.0 9.0 9.0

10.010.010.010.0

.173.173.173.173

.164.164.164.164

.155.155.155.155

.147.147.147.147

.140.140.140.140

.134.134.134.134

.128.128.128.128

.122.122.122.122

.117.117.117.117

.113.113.113.113

.098.098.098.098

.090.090.090.090

.083.083.083.083

.077.077.077.077

.071.071.071.071

.067.067.067.067

.063.063.063.063

.060.060.060.060

.057.057.057.057

.054.054.054.054

.031.031.031.031

.028.028.028.028

.025.025.025.025

.023.023.023.023

.021.021.021.021

.019.019.019.019

.018.018.018.018

.017.017.017.017

.016.016.016.016

.015.015.015.015

.166.166.166.166

.158.158.158.158

.150.150.150.150

.143.143.143.143

.137.137.137.137

.131.131.131.131

.125.125.125.125

.120.120.120.120

.115.115.115.115

.111.111.111.111

.095.095.095.095

.087.087.087.087

.081.081.081.081

.075.075.075.075

.070.070.070.070

.066.066.066.066

.062.062.062.062

.059.059.059.059

.056.056.056.056

.054.054.054.054

.030.030.030.030

.027.027.027.027

.024.024.024.024

.022.022.022.022

.020.020.020.020

.019.019.019.019

.018.018.018.018

.017.017.017.017

.016.016.016.016

.015.015.015.015

.154.154.154.154

.148.148.148.148

.142.142.142.142

.136.136.136.136

.130.130.130.130

.125.125.125.125

.120.120.120.120

.115.115.115.115

.111.111.111.111

.107.107.107.107

.088.088.088.088

.082.082.082.082

.077.077.077.077

.072.072.072.072

.068.068.068.068

.064.064.064.064

.061.061.061.061

.058.058.058.058

.055.055.055.055

.052.052.052.052

.028.028.028.028

.026.026.026.026

.023.023.023.023

.021.021.021.021

.020.020.020.020

.019.019.019.019

.017.017.017.017

.016.016.016.016

.016.016.016.016

.015.015.015.015

.142.142.142.142

.138.138.138.138

.133.133.133.133

.128.128.128.128

.124.124.124.124

.119.119.119.119

.115.115.115.115

.111.111.111.111

.107.107.107.107

.104.104.104.104

.082.082.082.082

.077.077.077.077

.073.073.073.073

.069.069.069.069

.065.065.065.065

.062.062.062.062

.059.059.059.059

.056.056.056.056

.054.054.054.054

.051.051.051.051

.026.026.026.026

.024.024.024.024

.022.022.022.022

.021.021.021.021

.019.019.019.019

.018.018.018.018

.017.017.017.017

.016.016.016.016

.015.015.015.015

.015.015.015.015

.132.132.132.132

.129.129.129.129

.126.126.126.126

.122.122.122.122

.118.118.118.118

.114.114.114.114

.111.111.111.111

.107.107.107.107

.104.104.104.104

.100.100.100.100

.076.076.076.076

.073.073.073.073

.070.070.070.070

.066.066.066.066

.063.063.063.063

.060.060.060.060

.057.057.057.057

.055.055.055.055

.053.053.053.053

.050.050.050.050

.025.025.025.025

.023.023.023.023

.022.022.022.022

.020.020.020.020

.019.019.019.019

.018.018.018.018

.017.017.017.017

.016.016.016.016

.015.015.015.015

.014.014.014.014

 cc cc cc cc

 w w w w

 fc fc fc fc

ρρρρ

ρρρρ

ρρρρ

RCRRCRRCRRCR Ceiling Cavity Exitance Coefficients(CCEC)Ceiling Cavity Exitance Coefficients(CCEC)Ceiling Cavity Exitance Coefficients(CCEC)Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity RatioRCR:Room Cavity RatioRCR:Room Cavity RatioRCR:Room Cavity Ratio

80%80%80%80%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

70%70%70%70%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

50%50%50%50%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

30%30%30%30%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

10%10%10%10%

50%50%50%50% 30%30%30%30% 10%10%10%10%

20%20%20%20%

0000

0000

0000

 0.0 0.0 0.0 0.0

 1.0 1.0 1.0 1.0

 2.0 2.0 2.0 2.0

 3.0 3.0 3.0 3.0

 4.0 4.0 4.0 4.0

 5.0 5.0 5.0 5.0

 6.0 6.0 6.0 6.0

 7.0 7.0 7.0 7.0

 8.0 8.0 8.0 8.0

 9.0 9.0 9.0 9.0

10.010.010.010.0

.190.190.190.190

.171.171.171.171

.155.155.155.155

.142.142.142.142

.132.132.132.132

.123.123.123.123

.115.115.115.115

.109.109.109.109

.103.103.103.103

.098.098.098.098

.093.093.093.093

.190.190.190.190

.157.157.157.157

.133.133.133.133

.114.114.114.114

.099.099.099.099

.087.087.087.087

.078.078.078.078

.070.070.070.070

.064.064.064.064

.058.058.058.058

.054.054.054.054

.190.190.190.190

.145.145.145.145

.113.113.113.113

.091.091.091.091

.073.073.073.073

.061.061.061.061

.051.051.051.051

.043.043.043.043

.037.037.037.037

.032.032.032.032

.028.028.028.028

.163.163.163.163

.146.146.146.146

.133.133.133.133

.122.122.122.122

.113.113.113.113

.105.105.105.105

.099.099.099.099

.093.093.093.093

.089.089.089.089

.084.084.084.084

.080.080.080.080

.163.163.163.163

.135.135.135.135

.114.114.114.114

.098.098.098.098

.085.085.085.085

.075.075.075.075

.067.067.067.067

.061.061.061.061

.055.055.055.055

.051.051.051.051

.047.047.047.047

.163.163.163.163

.125.125.125.125

.098.098.098.098

.078.078.078.078

.064.064.064.064

.053.053.053.053

.044.044.044.044

.037.037.037.037

.032.032.032.032

.028.028.028.028

.024.024.024.024

.111.111.111.111

.100.100.100.100

.091.091.091.091

.084.084.084.084

.078.078.078.078

.073.073.073.073

.068.068.068.068

.065.065.065.065

.061.061.061.061

.058.058.058.058

.056.056.056.056

.111.111.111.111

.093.093.093.093

.079.079.079.079

.068.068.068.068

.059.059.059.059

.053.053.053.053

.047.047.047.047

.043.043.043.043

.039.039.039.039

.036.036.036.036

.033.033.033.033

.111.111.111.111

.086.086.086.086

.068.068.068.068

.055.055.055.055

.045.045.045.045

.037.037.037.037

.031.031.031.031

.026.026.026.026

.023.023.023.023

.020.020.020.020

.017.017.017.017

.064.064.064.064

.058.058.058.058

.053.053.053.053

.048.048.048.048

.045.045.045.045

.042.042.042.042

.040.040.040.040

.038.038.038.038

.036.036.036.036

.034.034.034.034

.033.033.033.033

.064.064.064.064

.054.054.054.054

.046.046.046.046

.040.040.040.040

.035.035.035.035

.031.031.031.031

.028.028.028.028

.025.025.025.025

.023.023.023.023

.021.021.021.021

.020.020.020.020

.064.064.064.064

.050.050.050.050

.040.040.040.040

.032.032.032.032

.027.027.027.027

.022.022.022.022

.019.019.019.019

.016.016.016.016

.014.014.014.014

.012.012.012.012

.010.010.010.010

.020.020.020.020

.018.018.018.018

.017.017.017.017

.016.016.016.016

.014.014.014.014

.014.014.014.014

.013.013.013.013

.012.012.012.012

.012.012.012.012

.011.011.011.011

.011.011.011.011

.020.020.020.020

.017.017.017.017

.015.015.015.015

.013.013.013.013

.011.011.011.011

.010.010.010.010

.009.009.009.009

.008.008.008.008

.008.008.008.008

.007.007.007.007

.006.006.006.006

.020.020.020.020

.016.016.016.016

.013.013.013.013

.011.011.011.011

.009.009.009.009

.007.007.007.007

.006.006.006.006

.005.005.005.005

.004.004.004.004

.004.004.004.004

.003.003.003.003

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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UGR(Unified Glare Rating) Table

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

ceiling/cavityceiling/cavityceiling/cavityceiling/cavity

wallswallswallswalls

working planeworking planeworking planeworking plane

Room dimensionsRoom dimensionsRoom dimensionsRoom dimensions Viewed crosswiseViewed crosswiseViewed crosswiseViewed crosswise Viewed endwiseViewed endwiseViewed endwiseViewed endwise

0.70.70.70.7 0.70.70.70.7

0.50.50.50.5 0.50.50.50.5

0.20.20.20.2 0.20.20.20.2

0.70.70.70.7 0.70.70.70.7

0.30.30.30.3 0.30.30.30.3

0.20.20.20.2 0.20.20.20.2

0.50.50.50.5 0.50.50.50.5

0.50.50.50.5 0.50.50.50.5

0.20.20.20.2 0.20.20.20.2

0.50.50.50.5 0.50.50.50.5

0.30.30.30.3 0.30.30.30.3

0.20.20.20.2 0.20.20.20.2

0.30.30.30.3 0.30.30.30.3

0.30.30.30.3 0.30.30.30.3

0.20.20.20.2 0.20.20.20.2

x =  2Hx =  2Hx =  2Hx =  2H y =  2Hy =  2Hy =  2Hy =  2H

     3H     3H     3H     3H

     4H     4H     4H     4H

     6H     6H     6H     6H

     8H     8H     8H     8H

    12H    12H    12H    12H

     4H     4H     4H     4H      2H     2H     2H     2H

     3H     3H     3H     3H

     4H     4H     4H     4H

     6H     6H     6H     6H

     8H     8H     8H     8H

    12H    12H    12H    12H

     8H     8H     8H     8H      4H     4H     4H     4H

     6H     6H     6H     6H

     8H     8H     8H     8H

    12H    12H    12H    12H

    12H    12H    12H    12H      4H     4H     4H     4H

     6H     6H     6H     6H

     8H     8H     8H     8H

 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 19.3 19.3 19.3 19.3  18.5 18.5 18.5 18.5 18.6 18.6 18.6 18.6  17.8 17.8 17.8 17.8 19.4 19.4 19.4 19.4  18.7 18.7 18.7 18.7 19.6 19.6 19.6 19.6  18.8 18.8 18.8 18.8

 18.2 18.2 18.2 18.2  17.4 17.4 17.4 17.4 19.0 19.0 19.0 19.0  18.3 18.3 18.3 18.3 18.5 18.5 18.5 18.5  17.7 17.7 17.7 17.7 19.2 19.2 19.2 19.2  18.5 18.5 18.5 18.5 19.4 19.4 19.4 19.4  18.7 18.7 18.7 18.7

 18.1 18.1 18.1 18.1  17.4 17.4 17.4 17.4 18.9 18.9 18.9 18.9  18.1 18.1 18.1 18.1 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 19.1 19.1 19.1 19.1  18.4 18.4 18.4 18.4 19.3 19.3 19.3 19.3  18.6 18.6 18.6 18.6

 18.0 18.0 18.0 18.0  17.3 17.3 17.3 17.3 18.8 18.8 18.8 18.8  18.0 18.0 18.0 18.0 18.3 18.3 18.3 18.3  17.6 17.6 17.6 17.6 19.0 19.0 19.0 19.0  18.3 18.3 18.3 18.3 19.3 19.3 19.3 19.3  18.5 18.5 18.5 18.5

 18.0 18.0 18.0 18.0  17.3 17.3 17.3 17.3 18.7 18.7 18.7 18.7  18.0 18.0 18.0 18.0 18.3 18.3 18.3 18.3  17.6 17.6 17.6 17.6 19.0 19.0 19.0 19.0  18.2 18.2 18.2 18.2 19.2 19.2 19.2 19.2  18.5 18.5 18.5 18.5

 18.0 18.0 18.0 18.0  17.2 17.2 17.2 17.2 18.7 18.7 18.7 18.7  17.9 17.9 17.9 17.9 18.3 18.3 18.3 18.3  17.5 17.5 17.5 17.5 18.9 18.9 18.9 18.9  18.2 18.2 18.2 18.2 19.2 19.2 19.2 19.2  18.4 18.4 18.4 18.4

 18.1 18.1 18.1 18.1  17.4 17.4 17.4 17.4 18.9 18.9 18.9 18.9  18.1 18.1 18.1 18.1 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 19.1 19.1 19.1 19.1  18.4 18.4 18.4 18.4 19.3 19.3 19.3 19.3  18.6 18.6 18.6 18.6

 17.9 17.9 17.9 17.9  17.2 17.2 17.2 17.2 18.6 18.6 18.6 18.6  17.9 17.9 17.9 17.9 18.3 18.3 18.3 18.3  17.5 17.5 17.5 17.5 18.9 18.9 18.9 18.9  18.1 18.1 18.1 18.1 19.2 19.2 19.2 19.2  18.4 18.4 18.4 18.4

 17.9 17.9 17.9 17.9  17.1 17.1 17.1 17.1 18.5 18.5 18.5 18.5  17.7 17.7 17.7 17.7 18.2 18.2 18.2 18.2  17.4 17.4 17.4 17.4 18.8 18.8 18.8 18.8  18.0 18.0 18.0 18.0 19.1 19.1 19.1 19.1  18.3 18.3 18.3 18.3

 17.8 17.8 17.8 17.8  17.0 17.0 17.0 17.0 18.3 18.3 18.3 18.3  17.6 17.6 17.6 17.6 18.2 18.2 18.2 18.2  17.4 17.4 17.4 17.4 18.7 18.7 18.7 18.7  17.9 17.9 17.9 17.9 19.0 19.0 19.0 19.0  18.2 18.2 18.2 18.2

 17.7 17.7 17.7 17.7  17.0 17.0 17.0 17.0 18.2 18.2 18.2 18.2  17.5 17.5 17.5 17.5 18.1 18.1 18.1 18.1  17.4 17.4 17.4 17.4 18.6 18.6 18.6 18.6  17.8 17.8 17.8 17.8 19.0 19.0 19.0 19.0  18.2 18.2 18.2 18.2

 17.7 17.7 17.7 17.7  17.0 17.0 17.0 17.0 18.2 18.2 18.2 18.2  17.4 17.4 17.4 17.4 18.1 18.1 18.1 18.1  17.4 17.4 17.4 17.4 18.6 18.6 18.6 18.6  17.8 17.8 17.8 17.8 18.9 18.9 18.9 18.9  18.2 18.2 18.2 18.2

 17.7 17.7 17.7 17.7  17.0 17.0 17.0 17.0 18.2 18.2 18.2 18.2  17.5 17.5 17.5 17.5 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.6 18.6 18.6 18.6  17.8 17.8 17.8 17.8 18.9 18.9 18.9 18.9  18.2 18.2 18.2 18.2

 17.6 17.6 17.6 17.6  16.9 16.9 16.9 16.9 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.4 18.4 18.4 18.4  17.7 17.7 17.7 17.7 18.9 18.9 18.9 18.9  18.1 18.1 18.1 18.1

 17.6 17.6 17.6 17.6  16.9 16.9 16.9 16.9 18.0 18.0 18.0 18.0  17.2 17.2 17.2 17.2 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 18.8 18.8 18.8 18.8  18.1 18.1 18.1 18.1

 17.6 17.6 17.6 17.6  16.9 16.9 16.9 16.9 17.9 17.9 17.9 17.9  17.2 17.2 17.2 17.2 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 18.8 18.8 18.8 18.8  18.1 18.1 18.1 18.1

 17.7 17.7 17.7 17.7  16.9 16.9 16.9 16.9 18.1 18.1 18.1 18.1  17.4 17.4 17.4 17.4 18.1 18.1 18.1 18.1  17.3 17.3 17.3 17.3 18.5 18.5 18.5 18.5  17.7 17.7 17.7 17.7 18.9 18.9 18.9 18.9  18.1 18.1 18.1 18.1

 17.6 17.6 17.6 17.6  16.8 16.8 16.8 16.8 18.0 18.0 18.0 18.0  17.2 17.2 17.2 17.2 18.0 18.0 18.0 18.0  17.3 17.3 17.3 17.3 18.4 18.4 18.4 18.4  17.6 17.6 17.6 17.6 18.8 18.8 18.8 18.8  18.1 18.1 18.1 18.1

 17.6 17.6 17.6 17.6  16.8 16.8 16.8 16.8 17.9 17.9 17.9 17.9  17.1 17.1 17.1 17.1 18.0 18.0 18.0 18.0  17.3 17.3 17.3 17.3 18.3 18.3 18.3 18.3  17.6 17.6 17.6 17.6 18.8 18.8 18.8 18.8  18.0 18.0 18.0 18.0

Variations with the observer position at spacings:Variations with the observer position at spacings:Variations with the observer position at spacings:Variations with the observer position at spacings:

S = 1.0HS = 1.0HS = 1.0HS = 1.0H + 3.9 / -11.8+ 3.9 / -11.8+ 3.9 / -11.8+ 3.9 / -11.8 + 3.5 / -10.7+ 3.5 / -10.7+ 3.5 / -10.7+ 3.5 / -10.7

    1.5H    1.5H    1.5H    1.5H + 6.5 / -11.1+ 6.5 / -11.1+ 6.5 / -11.1+ 6.5 / -11.1 + 6.1 / -10.1+ 6.1 / -10.1+ 6.1 / -10.1+ 6.1 / -10.1

    2.0H    2.0H    2.0H    2.0H + 6.1 / - 3.4+ 6.1 / - 3.4+ 6.1 / - 3.4+ 6.1 / - 3.4 + 5.1 / - 2.6+ 5.1 / - 2.6+ 5.1 / - 2.6+ 5.1 / - 2.6

CIE Pub.117,  1314 lm Total Lamp Luminous Flux Correct (8log(F/F0) = 0.9)CIE Pub.117,  1314 lm Total Lamp Luminous Flux Correct (8log(F/F0) = 0.9)CIE Pub.117,  1314 lm Total Lamp Luminous Flux Correct (8log(F/F0) = 0.9)CIE Pub.117,  1314 lm Total Lamp Luminous Flux Correct (8log(F/F0) = 0.9)

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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UTILIZATION FACTORS TABLE

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

REFLECTANCEREFLECTANCEREFLECTANCEREFLECTANCE

CeilingCeilingCeilingCeiling

WallsWallsWallsWalls

Working planeWorking planeWorking planeWorking plane

0.80.80.80.8

0.70.70.70.7

0.20.20.20.2

0.80.80.80.8

0.50.50.50.5

0.20.20.20.2

0.80.80.80.8

0.30.30.30.3

0.20.20.20.2

0.70.70.70.7

0.70.70.70.7

0.20.20.20.2

0.70.70.70.7

0.50.50.50.5

0.20.20.20.2

0.70.70.70.7

0.30.30.30.3

0.20.20.20.2

0.50.50.50.5

0.70.70.70.7

0.20.20.20.2

0.50.50.50.5

0.50.50.50.5

0.20.20.20.2

0.50.50.50.5

0.30.30.30.3

0.20.20.20.2

0000

0000

0000

ROOM INDEXROOM INDEXROOM INDEXROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5      UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5      UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5      UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60k = 0.60k = 0.60k = 0.60 89898989 83838383 79797979 88888888 82828282 79797979 87878787 82828282 79797979 75757575

0.800.800.800.80 96969696 90909090 87878787 95959595 90909090 87878787 94949494 89898989 86868686 83838383

1.001.001.001.00 100100100100 95959595 91919191 99999999 94949494 91919191 98989898 94949494 90909090 87878787

1.251.251.251.25 104104104104 99999999 96969696 103103103103 98989898 95959595 101101101101 97979797 94949494 90909090

1.501.501.501.50 107107107107 102102102102 99999999 105105105105 101101101101 98989898 103103103103 100100100100 97979797 93939393

2.002.002.002.00 109109109109 105105105105 102102102102 108108108108 104104104104 101101101101 105105105105 102102102102 100100100100 94949494

2.502.502.502.50 111111111111 107107107107 104104104104 109109109109 106106106106 103103103103 106106106106 103103103103 101101101101 95959595

3.003.003.003.00 112112112112 109109109109 106106106106 110110110110 107107107107 105105105105 107107107107 105105105105 103103103103 96969696

4.004.004.004.00 114114114114 111111111111 109109109109 112112112112 110110110110 108108108108 108108108108 107107107107 105105105105 98989898

5.005.005.005.00 115115115115 113113113113 111111111111 113113113113 111111111111 110110110110 109109109109 108108108108 107107107107 99999999

ROOM INDEXROOM INDEXROOM INDEXROOM INDEX UF(total)UF(total)UF(total)UF(total) DirectDirectDirectDirect

According to DIN EN 13032-2 2004According to DIN EN 13032-2 2004According to DIN EN 13032-2 2004According to DIN EN 13032-2 2004 SHRNOM = 1.25SHRNOM = 1.25SHRNOM = 1.25SHRNOM = 1.25SuspendedSuspendedSuspendedSuspended

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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ISOCANDELA DIAGRAM

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

-72
-72

-64

-64

-56

-56

-48

-48

-40

-40

-32

-32

-24

-24

-16

-16

-8

-8

0

0

8

8

16

16

24

24

32

32

40

40

48

48

56

56

64

64

72

72

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:1950(H2.0,V0.0)

 (At:C=22.5,Gamma=2.0)

UNIT: cd

10% 195.0
20% 390.0
30% 585.0
40% 779.9
50% 974.9
60% 1170
70% 1365
80% 1560
90% 1755

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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AAI Figure

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

1m1m1m1m 92.92cm92.92cm92.92cm92.92cm1205,1949lx1205,1949lx1205,1949lx1205,1949lx

2m2m2m2m 185.84cm185.84cm185.84cm185.84cm301.2,487.2lx301.2,487.2lx301.2,487.2lx301.2,487.2lx

3m3m3m3m 278.76cm278.76cm278.76cm278.76cm133.9,216.5lx133.9,216.5lx133.9,216.5lx133.9,216.5lx

4m4m4m4m 371.68cm371.68cm371.68cm371.68cm75.31,121.8lx75.31,121.8lx75.31,121.8lx75.31,121.8lx

5m5m5m5m 464.60cm464.60cm464.60cm464.60cm48.20,77.95lx48.20,77.95lx48.20,77.95lx48.20,77.95lx

6m6m6m6m 557.52cm557.52cm557.52cm557.52cm33.47,54.13lx33.47,54.13lx33.47,54.13lx33.47,54.13lx

7m7m7m7m 650.44cm650.44cm650.44cm650.44cm24.59,39.77lx24.59,39.77lx24.59,39.77lx24.59,39.77lx

8m8m8m8m 743.36cm743.36cm743.36cm743.36cm18.83,30.45lx18.83,30.45lx18.83,30.45lx18.83,30.45lx

9m9m9m9m 836.28cm836.28cm836.28cm836.28cm14.88,24.06lx14.88,24.06lx14.88,24.06lx14.88,24.06lx

10m10m10m10m 929.20cm929.20cm929.20cm929.20cm12.05,19.49lx12.05,19.49lx12.05,19.49lx12.05,19.49lx

HeightHeightHeightHeight Eavg,EmaxEavg,EmaxEavg,EmaxEavg,Emax DiameterDiameterDiameterDiameterAngle:49.84degAngle:49.84degAngle:49.84degAngle:49.84deg

Flux out:823.1 lmFlux out:823.1 lmFlux out:823.1 lmFlux out:823.1 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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ISOLUX DIAGRAM

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

 28.8'  8.77m

 23.0'  7.02m

7.02m

23.0'

 17.3'  5.26m

 11.5'  3.51m

3.51m

11.5'

  5.8'  1.75m

  0.0'  0.00m

0.00m

0.0'

  5.8'  1.75m

 11.5'  3.51m

3.51m

11.5'

 17.3'  5.26m

 23.0'  7.02m

7.02m

23.0'

 28.8'  8.77m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.5846lx 0.05431fc

  5% 0.9744lx 0.09052fc

 10% 1.949lx 0.181fc

 30% 5.846lx 0.5431fc

 50% 9.744lx 0.9052fc

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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LED Avg.L Report

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

AvgL cd/m2

L_0~180(65)av 2211

L_0~180(75)av 2651

L_0~180(85)av 6140

L_90~270(65)av 2298

L_90~270(75)av 2755

L_90~270(85)av 6217

L_45(65)av 2298

L_45(75)av 2755

L_45(85)av 6334

Standard: GB/T 29293-2012

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve

-25-25-25-25 -20-20-20-20 -15-15-15-15 -10-10-10-10 -5-5-5-5 0000 5555 10101010 15151515 20202020 25252525

Distance(m)Distance(m)Distance(m)Distance(m)

0000

2222

4444

6666

8888

10101010

12121212

14141414

16161616

18181818

20202020
E(lx)E(lx)E(lx)E(lx) MH = 10 mMH = 10 mMH = 10 mMH = 10 m

C0/180C0/180C0/180C0/180

C90/270C90/270C90/270C90/270

C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: DP090RW-WF04-14G40

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:80

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:224.8V I:0.0690A P:14.90W PF:0.9570 Freq:50.00Hz  Lamp Flux:1314.32x1 lm

  (DEG)γγγγ

C(DEG)

  Table--1 UNIT: cd

0

0 1935

5 1895

10 1747

15 1563

20 1329

25 1047

30 737

35 436

40 175

45 49.0

50 16.4

55 5.92

60 2.32

65 1.68

70 1.57
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C Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEGC Range:  0 - 360DEG
C Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEGC Interval: 22.5DEG

  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG  Range:  0 -  90DEG
  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG  Interval:  1.0DEG
γγγγ
γγγγ

Test Speed: HIGHTest Speed: HIGHTest Speed: HIGHTest Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.354
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Test Distance:8.402m [K=1.0000]Operators:ZROperators:ZROperators:ZROperators:ZR
Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16Test Date:2021-07-16 Remarks:Remarks:Remarks:Remarks:


